o A
' {
dGroup AS

D *GROUP

1. Structure
1.1 Drawing LC :
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1.2 Details : :

1 Boot

2 cable

3 Cable Heat shrink

4 Patchcord length

For 2mm cable there is connector heat shrink inside boot and cover cable

Serial number stick on the cable

Cross polarity

2. ferrule :

UPC 1.25mm ferrule

3. Specification

3.1. basic

Fiber mode SM MM Standard

Insertion Loss <=0.3dB <=0.3dB IEC 61300-3-4

Return Loss >50db >45db IEC 61300-3-6

Repeatability <0.1

Durability <0.2 dB typical change,1000 matings

Interchangeability <0.2dB

Tensile Strength >50N

Operating Temperature -40 to + 80°C

3.2 Mechanical :

Drop AIL<0.3db IEC 61300-2-12, 1.5m, 5 drops, no damage

Vibration AIL<0.3db IEC 61300-2-1, 10-55Hz, 0.75mm amplitude, 0.5
hrs/axis

ITwist AIL<0.3db Telcordia GR326(4.4.3.3), 1.35kg load, +2.5 turns, 10
cycles, for 2mm or larger cable

Pull Proof AIL<0.3db Telcordia GR326(4.4.3.4), 2.3kg at 90°, 6.8kg at 0°,
for 2mm or larger cable

Crushing AIL<0.3db IEC 794-1-2, 102kg for 2mm or larger cable, 10.2kg
for 900m cable
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3.3 color :

Fiber Mode SM OM1/OM2 OM3 OM4

Cable yellow orange Aqua Erica violet
connector Blue grey Aqua grey

boot white white Aqua white

Duct cap white white white white
Connector Heat |Yellow/white [Yellow/white [Yellow/white [Yellow/white
shrink

Cable heat shrink |black black black black

4.. Packing and Marking

4.1 Each patchcord in individual poly bag with test report of each termination

4.2 OEM and any special design and color are available. Marking on cable according to
customer demand
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