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UNINTERRUPTIBLE 
POWER SUPPLY
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CANRM Series
2

best reliability and high performance, it has been leading the domestic market for years.

The dedicated and redundant hot-swappable power modules take the most 
unique structure design. In this design, the PCB boards and heat-sinkers are in 

•
•

module can run normally

•    Modular design

•   Independent charger
Independent charger for each module and intelligently 
control the whole charging process, prolong the life time of 
the battery

• Battery cold start
Independent charger for each module and intelligently 
control the whole charging process, prolong the life time of 
the battery

• Easy connection access
Top and bottom cable entry connection are supported, 
more convenient for site installation

• Modular design with transformer

meeting different requirement for customers

• High power density
2, saving valuable 

data center space

• Integrated IGBT design
Integrated IGBT in one module, less failure points with 
higher performance and reliability

• Friendly interface
Touch LCD display with abundant information

• Independent air channel
Cooling air runs in isolated channel, keeping PCB free of 
dust

Modular Online UPS 25-600kVA (380V/400V/415V)
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•

•
parallel

High Density ,Modular, Scalable

Three units in parallel

•
• Hot swappable power module and bypass & monitoring 

module
•

for long time back up application

Bypass & Monitoring module

Power module
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MODEL CAN CAN CAN CAN CAN CAN

System Capacity

Power Module Capacity

Input

Dual Input Optional

Phase

according to the min phase voltage

Input PF

Input THDi

Bypass

Bypass Overload

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Standard

System

95.0%

ECO Mode 99.0%

Battery Mode 95.0%

Display

IP Class IP 20

Interface

Option

Temperature C

72dB@100 
% load

load

72dB@100 
% load

load

Physical

Cabinet 242 178 178

Power module 32.3

Dimension Cabinet
2000 2000 2000 2000

Power module
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CANRM Series 
Rack-Mounted Modular Online UPS
25-200kVA ( 380V/400V/415V )

 • High Power Density

 •
Module design, compatible with 19” standard rack cabinet, convenient to be integrated with servers

 • Battery Cold Start

 • Friendly Interface
Touch LCD display with abundant information

Features
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MODEL
System Capacity

Power Module Capacity 

Input

Dual Input Optional Standard

Phase

-
cording to the min phase voltage

Input PF

Input THDi

Bypass

Bypass Overload

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Standard

System

ECO Mode 98.0%

Battery Mode 95.5%

Display

IP Class IP 20

Interface

Option

Temperature C

Physical

Cabinet 140

Power module 18

Dimension Cabinet

Power module
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CANRM Series
Rack-Mounted Modular Online UPS
10-90kVA (380V/400V/415V)

 •
Modular design, compatible with 19” standard rack
cabinet, convenient to be integrated with servers

 • High power density

 • Integrated solution for data center

data center

 • Intelligent charging management
The system intelligently control the whole process of the 
charging and discharging, effectively improving the life
time of the battery

 •

 • Friendly interface
7” touch color LCD with graphic display, more information
displayed and easier for customer to operate

 • Smart sleep function
System can intelligently shutdown some power modules to

 • Self-aging mode
Energy internal circle technology, system can run with full
load, saving more than 90% energy

Features
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MODEL CAN CAN CAN CAN CAN CAN CAN

System Capacity

Power Module Capacity

Input

Dual Input Standard

Phase

Input PF

Input THDi

Bypass

Bypass Overload

300ms

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Optional

System

95.0%

ECO Mode 98.0%

Battery 
Mode 94.5%

Display

IP Class IP 20

Interface

Option

Temperature C

Physical

Cabinet 70 51 55 42 70 55 42

Power 
module 15.3 15.5

Dimension
Cabinet

1033 575 575 398 1033 575 398

Power 
module
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CANRM Series
Modular Online UPS 
20-200kVA (380V/400V/415V)

 • Modular design

 •
Independent charger
Independent charger for each module and intelligently 
control the whole charging process, prolong the life time of
the battery

 • Battery cold start

 • Easy connection access
Top and bottom cable entry connection are supported, 
more convenient for site installation

 • Modular design with transformer

meeting different requirement for customers

 • High power density
2, saving valuable data 

center space

 • Integrated IGBT design
Integrated IGBT in one module, less failure points with higher 
performance and reliability

 • Friendly interface
Touch LCD display with abundant information

 • Independent air channel
Cooling air runs in isolated channel, keeping PCB free of dust

Features



D
A

TA
 C

EN
TE

R
 P

O
W

ER
 S

O
LU

TI
O

N
S

139

MODEL
System Capacity

Power Module Capacity 

Input

Dual Input Optional

Phase

-
cording to the min phase voltage

Input PF

Input THDi

Bypass

Bypass Overload

Output
Frequency Precision 0.1%

Output PF 0.9

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Standard

System

95.0%

ECO Mode 99.0%

Battery Mode 95.0%

Display

IP Class IP 20

Interface

Option

Temperature C

�

55dB @ 50% load

Physical

Cabinet 180 150 105

Power module 22

Dimension Cabinet

Power module
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CANRM Series

medium and large facilities.

Modular Online UPS 
40-600kVA (380V/400V/415V)

 • Compact design

valuable room space

 • High power density

 •

 • Intelligent charging management
The system intelligently control the whole process of the 
charging and discharging, effectively improve the life time 
of the battery

 • High scalability

one single cabinet, 3 units in parallel for a capacity up to 

 • Friendly HMI
10.4” touch color LCD with graphic display, independent 
LCD for each power module

 • Smart sleep function
System can intelligently shutdown some power modules to 

 • Multi communication interface

dry contacts

Features
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MODEL CANRM CANRM CANRM CANRM CANRM CANRM CANRM CANRM CANRM

System Capacity

Power Module Capacity

Input

Dual Input Standard

Phase

Input PF

Input THDi

Bypass Bypass Overload

110% Long term operation 125%, long time

110% 
long 
term

125% for 
5mins

150% for 
1min

125%, long time
130%, for 10 

minutes
150%, for 1 min

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery 1%

Charge Power

Battery Cold Start Standard Optional Standard Optinal

System

Display

IP Class IP20

Interface

Option

Temperature C

Physical

Cabinet 1040 900 700 490 350 210 490 350 210

Power 
module 45 44

Dimension
Cabinet

2000 2000 1150 2000 1150

Power 
module
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CANRM Series

brand-new topology, a bidirectional DC-DC converter 
circuit, which greatly improve the system performance 

system occupies only an area of 0.9m2. 

supply solution for large data centers and facilities.

Modular Online UPS 60-600kVA (380V/400V/415V)

 •

to97%

 • Compact design

saving great space of data center

 • High power density

 • Intelligent charging management
The system intelligently control the whole process of 
the charging and discharging, double side DC-DC 
topology, support charging power reaching 30%

in parallel. 

application and intelligent monitoring.

 • Friendly HMI

appliacation intuitive information and easier 
to operatemodules to increase total load rate, 

 • Multi communication interface

programmable dry contacts

 • High scalability

 • Smart sleep function
System can intelligently shutdown some power

Features
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MODEL
System Capacity

Power Module Capacity 

Input

Dual Input Standard

Phase

100% to 40% according to the min phase voltage

Input PF

Input THDi

Bypass

Bypass Overload

Output

Output PF 1

Output THDu ±1%

Crest Factor

Inverter Overload

Frequency Precision ± 0.1%

Battery 0.01

Charge Power

System

Battery Mode

Display

Interface

Option

Temperature C

75dB @ 100% load, 70dB @ 45% load

Physical

Cabinet

Power module

Dimension Cabinet 443

Power module 35.7
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CANHT33 Series

with completed digital control fully ensure high quality of power supply, high input power factor and low input current distortion.

Tower Online UPS 60-500kVA (380V/400V/415V)

 •
 • High input PF
 • Multi-protection, over-temperature protection with 8 

sensors,
 • over-load, battery under voltage, fan failures, short-

circuit
 • Battery cold start

 • Battery management with smart charging control, 

 • High power density
 •
 •
 • maintenance
 • Friendly operation interface, color touch LCD screen

Features
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MODEL

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

C
A

N
HT

System Capacity 80 90 100 120 150 200 250 300 400 500

Input

Dual Input Standard Optional Standard

Phase

Input PF

Input THDi

Bypass
Bypass Overload 125% long term operation

130% for 10 mins
150% for 1 min

110% long term operation
125% for 5 mins
150% for 1 min

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Optional Standard

System

95% 95% 95%

ECO Mode 99%

Battery Mode 95% 95% 95%

Display

IP Class IP 20

Interface

Option

Temperature C

Physical

170 210 231 210 305 350 445 490 700 900

950 1150 1400 1150 1400 2000 2000 2000 2000
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CANHT33 Series

completed digital control to ensure high quality of power supply, high input power factor and low input current distortion.

Tower Online UPS 10-40kVA (380V/400V/415V)

 •
 • High input PF
 • Multi-protection, over-temperature protection with 8 

sensors,
 • over-load, battery under voltage, fan failures, short-

circuit
 • Four circuit breakers, providing full protection when 

fault
 • happens

 • Battery cold start
 • Battery management with smart charging control, 

 • Parallel up to 8 units
 • Friendly operation interface, high-resolution LCD screen

Features
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MODEL

CAN CAN CAN CAN CAN

CAN CAN CAN CAN CAN

System Capacity

Input

Dual Input Standard

Phase

Input PF

Input THDi

Bypass

Bypass Overload

Output
Frequency Precision 0.1%

Output PF 1 0.9

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Optional

System

95.0%

ECO Mode 98.0%

Battery Mode 95.0%

Display

IP Class IP 20

Interface

Option

Temperature C

55dB @ 50% load

Physical

51.5 51.5 89 89 140

31 31 50 52
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CANHR33 Series
Rack Online UPS 10-40kVA (380V/400V/415V)

 •

 • Friendly Interface
5.5” touch color LCD with graphic display, more information displayed and easier for customer to operate

 •

 • Intelligent charging management
The system intelligently control the whole process of the charging and discharging, effectively improving the life time of the 
battery

Features
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MODEL CAN CAN CAN CAN CAN CAN

System Capacity

Input

Dual Input Standard

Phase

Input PF

Input THDi

Bypass

Bypass Overload

Output
Frequency Precision 0.1%

Output PF 1

Output THDu

Crest Factor

Inverter Overload

Battery ±1%

Charge Power

Battery Cold Start Standard

System

95% 95.5%

ECO Mode 98%

Battery Mode 94.5% 95% 95.5%

Display

IP Class IP 20

Interface

Option

Temperature C

Physical
25 30 41
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CANHT31 Series

equipments and other sensitive devices.

Tower Online UPS 10-40kVA (220V/230V/240V)

 • Full protection of overvoltage, circuit short and over
 temperature

 •

 •

 • Parallel up to 4 units

 • Output PF=1

 •

 •

 •
batteries

Features
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MODEL

Capacity

Phase Three phase in, Single phase out

Input voltage range

Input PF

Input THDi

Input frequency range

Output PF 1 0.9

Output voltage

1%

THDu

Battery voltage

Battery type/number

Overload capability

Overload capability

Crest factor

Display 10.4” color touch screen LC-

Interface

Battery cold start

22 33 33 170
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CANHT11 Series
Tower Online UPS 6-20kVA (220V/230V/240V)

 •

 •

 • 3 level of technology, compatible with complicated 
load

 • Battery number can be set on LCD

 • Intelligent charging management, effectively improving 
the life time of battery

 •

 • Parallel up to 4 units

 •
batteries

Features
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MODEL CANHT1115XL

Capacity

Phase Single phase in, Single phase out

Input voltage range

Input PF

Input THDi

Input frequency range

Output PF 1

Output voltage

±1%

THDu

Battery voltage

Battery type/number

Overload capability

Overload capability

Crest factor

Display

Interface

14 33
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CANHT11 Series

equipments and other sensitive devices.

Tower Online UPS 1-3kVA (220V/230V/240V)

 •

 • Output PF of 0.9, more powerful load capability

 • Full protection of overvoltage, circuit short and over 
temperature

 • LCD/LED display, monitoring all the operation status

 •

 •

Features
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MODEL
I

II

Capacity

Phase Single Phase in, Single Phase out

Input voltage

Input PF

Input frequency

Output PF
I 0.9

II 0.8

Output voltage

± 1 %

THDu

Crest factor

87.0% 91.0% 90.0%

Overload capability
Inverter

Battery

Battery voltage
I

II

Battery type/
number

I

II

Interface

Optional

I

II

I 10.5 5 21 8.5 24.5 9.5

II 10 17 11 22 12
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CANHR11 Series

equipment and other sensitive devices.

Rack Online UPS 1-10kVA (220V/230V/240V)

 •

 • 19” standard cabinet and battery cabinet

 • Full protection of overvoltage, circuit short and over 
temperature

 • LCD/LED display, monitoring all the operation status

 •

 •

 •

 •

 • Intelligent charging management, effectively 
improving the ife time of battery

 • 3 level of technology, compatible with complicated 
load

Features
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MODEL

Capacity

Input voltage range

Input frequency

Input PF

±1 %

Output frequency

Output PF 0.9 1.0

Overload capability

Overload capability

Crest factor

87% 91% 90% 95%

Display

Battery voltage

Battery type/number

Interface

Optional Battery cabinet

Operation temperature 0-40 C

11.5 25 31 59

7 8 9.5 17.5 20.5


